
Japan has 700,000 road bridges. About 90% of them are managed by municipal governments.Bridges 
older than 50 years old will increase from 18% of the total in 2015 to 42% in 2025.National government 
has obligated road administrators to follow”maintenance cycle”（i.e. inspection,evaluation, action and 
record) by providing sufficient financial and human resources. 

e Road Bridges Today e Aging Road Bridges 
Over 90% of bridges are managed by municipal governments. Bridges older than 50 years old are estimated to 

increase from 18% of the total in 2015 to 42% in 2025 

Number of Bridges by the year of construction 

1aooo 42% a陀 over50 years old (2025) 
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Note: There are another 230 thousand bridges that are unknown of ages. 

All road administrato『sare obligated to implement inspections of all 

public road bridges within their jurisdictions once a 5 years. 

[Inspection] Bridges and tunnels across Japan must go through the inspections 
according to the uniform National Standard, including once-a-five-year 
close visual inspections for all bridges and tunnels 

[Evaluation] Co『1ditionsof bridges and tunnels are evaluated according to the 
Standard classification. 

Type Condition 

Good No structural deficiency 

11 Preventive Preventive maintenance is desirable although no 
maintenance structural deficiency is found. 

111 Early rehabilitation The structure needs early rehabilitation, or it can 
become deficient. 

IV Urgent The structure needs urgent rehabilitation, because it is 
rehabi I itation deficient or it will most likely become de官cient.

Proactive Management of Aging Roads 

”Maintenance Cycle四 foraging roads has sta同ed,focusing on the 

following two components: 

Defining "maintenance cyclぜ Amechanism to facilitate the 
(Responsibilities of road administrators are clari自ed) maintenance cycle is established (Support) 

Inspection I I Funding 

Evaluation I I Institutional f聞 eworI 〈

Acti 

Data-recording I I Public consensus 

Repairing bridges 四RoadMaintenance Panel冒National Guideline for Periodic 

Bridge Inspection 

The MLIT has developed a periodic in-
spection guideline containing bridge 
deformation to be looked for and case 
examples to technically assist munici-
palities to carry out their inspections. 

Road Maintenance Panels we陀 launched
in all p陀fecturesto facilitate cooperation 
with interested pa同ies,to grasp and share 
the current issues, and to assist with creat-
ing e仔ectivemeasu陀sfor aging roads. 

Bridge decks are adhered with carbon 
fiber reinforced concrete for e『1hanced
load-bearing capacit手
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Inspections a陀 systematic剖lycarried out 
for maintaining durability. 

認輔器摺掛端取締

Training courses 

Training courses for bridge/tunnel inspec-
tion are provided by the National Govern-
ment. 5,000 pa出cipantsa陀 expectedto 
take the courses over 5 years. 

Training course 


